Accessories and part options

@ RCXiVY2+ unit

The RCXiVY2+ unit adds robot vision to the RCX340/RCX320 robot

controller.

KFR-M4400-V0

No lighting
With lighting KFR-M4400-L0

* RCXiVY2+ unit accessories
Camera trigger input cable connector
KX0-M657K-00

24V power supply connector
KCF-M5382-00

@ Support software for PC RCXiVY2+ Studio

RCXiVY2+ Studio is programming software for the
RCXiVY2+ system that allows registering part types
and reference marks as well as monitoring the work
search status during automatic robot operation by
connecting to the robot controller.

M Environment

oS Microsoft Windows XP / Vista (32 bit / 64 bit) / 7 (32 bit / 64 bit) / 8, 8.1 (32 bit / 64 bit) /
10 (32 bit / 64 bit)

CPU Processor that meets or exceeds the suggested requirements for the OS being used.

Memory Suggested amount of memory or more for the OS being used.

Hard disk 30MB of available space required on installation drive.

capacity * Additional vacant space is required for saving images and data.

Display 800 x 600 dot, or higher, 32768 colors (16bit High Color) or higher (recommended)

Communication Port ~ Ethernet Port of TCP/IP

* Microsoft, Windows XP, Windows Vista, Windows 7, Windows 8, 8.1, and Windows 10 are registered

trademarks of the Microsoft Corporation, USA.
* Ethernet is a registered trademark of the XEROX Corporation, USA.

@® CMOS camera
400,000 pixel

720(H) x 540(V)  KFR-M6541-00

1,600,000 pixel  1440(H) x 1080(V) KFR-M6541-10
3,200,000 pixel  2048(H) x 1536(V) KFR-M6541-20
5,000,000 pixel 2592(H) x 1944(V) KFR-M6541-30
® Lens @ Close-up ring @ Camera cable
Cable for connecting the camera to the RCXiVY2+ board.
5m KCX-M66F0-00
8mm KCX-M7214-00 0.5mm  KX0-M7215-00 10m KON MpeROqlD
12mm KCX-M7214-10 1.0mm  KX0-M7215-10 15m RN E0RD2D
16mm KCX-M7214-20 2.0mm  KX0-M7215-20 External diagram of camera cable
25mm KCX-M7214-30 50mm  KX0-M7215-40

8mm (megapixel support) KCX-M7214-40
12mm (megapixel support) KCX-M7214-50
16mm (megapixel support) KCX-M7214-60

KCX-M66F0-00 M2

T I

25mm (megapixel support) KCX-M7214-70 L+150 B
* Common to iVY2. * Common to iVY2.
@ Lighting control board ® Tracking board @ Calibration jig

This board adds lighting control functionality to the
RCXiVY2+ system. (Installed in the RCXiVY2+ unit
when shipped)

B Kcx-Mados-Lo

« Lighting control board accessories
Lighting power cable connector
KX0-M657K-10

This board adds conveyor tracking functionality to
the RCX340/RCX320 controller.

T kox-Mado0-To

* Tracking board accessories
Tracking encoder connector

KX0-M657K-20

@ LAN cable with shield cloth (5 m)

2= «xo-ms5G0-00

® Tracking encoder cable (10 m)

[ Model SCEVETIEN

(Large and small attachments are provided.)

T Kex-M7200-00
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Dimensional outlines
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34 H7 3" depth 2

$50 H7°4%%5 depth 2

M4x0.7, length 10

* Pin for positioning
4 length 14




